
CAlIf'OPMIA PEGIOMAL WA,TER QUALITY COHTROL BOAPD
SAN FPANCISCO BAY PEG ION

OPDEI~ 87--0i3g

OPDEP r~EQUIPING 130LINAS COMMUNITY PUBLIC UTILITY
DISTRICT TO CEASE AND DESIST FPOl1 DISCHARGING WASTE

CONTRARY TO PEQUIREI1ENTS PRESCRIBED IN OPDEI~ NO. i32·,40

The California Regional Water Quality Control Board, San Francisco Bay
Region, hereinafter called the Board, finds that:

1. The Bolinas Community Public Utilities utstrtct (her-etnatter called the
Discharger) owns and operates a municipal wastewater system in
Bolinas, rtartn County, which presently collects, treats and disposes
of approxlrnatelv 30,000 gallons per (Jay (gpd) of municipal sewage
(average dry weather flow) from some 165 residences of the sewered
portion of the community. The remainder of the community is served
by private on-site wastewater systems. Wastewater from the sewer ed
area is collected and pumped to a series of four oxidation ponds for
stabilization and storage, with ultimate disposal through pond
evaporation and spray disposal on some 45 acres of grassland.

2. On June 16, 1982 tne Boar'd adopted Or der 82-40 prescribing waste
discharge requtr ements for the discharge. the requirements of or-der
i3Z-40 pr ovtde, in part, as follows:

"A. Prohibitions

I. There sha 11 be no bypass 01' over-trow of sewage from the
collection, treatment, or disposal system to waters of the
State.

C. Provtstona

2. The disposal of waste shall not cause degradation of
cr ounowater suitable for domestic use 01' cause any quality
par-ameter that would make gl'oundwat(')r unsuitable tor
irl'igation use."

3. The present treatment and disposal system (lift station, four waste
ponds and spr ev disposal facilities) were completed will1 a fedel'al
grant in 1975. A 900 foot section of pipeline was replaced and a force
main installed as part of the treatment system. This eliminated the
direct discharge of collected sewage to Bolinas lagoon.

4. The present collection system consists of approximately 13000 linear
feet of 6-inch sewer and 2,400 linear feet of s-incn sewer ,
constructed between 1908 and 1919. Other than the 900 feet replaced
above much of the collection system is badly deteriorated. This
situation has caused a severe infiltration/inflow (1/1) problem during
the r atnv season -- resulting in excess flows and failures at the lift
station, sewage bvpasstnc , pond overf ows , and over staturatton of the
disposal fields.








